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Data specification

Power Supply: LED special power supply.

Standard pack: 100 modules per pack.

Mounting: Adhesive tape on the back of the module or bolt.

Tel: (86 574) 87503097, 87502706, 87503023

Fax: (86 574) 87503457

E-mail: info@g-nor.com
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G-NOR OPTOELECTRONICS Co.,Ltd.

Part No. Color Wavelength Voltage Current LED No. Wire
View
angle

GN-CLM-KC5050-2E RED 625nm 12VDC 60mA 2 80mm 120°
GN-CLM-KC5050-2Y YELLOW 590nm 12VDC 60mA 2 80mm 120°
GN-CLM-KC5050-2G GREEN 525nm 12VDC 60mA 2 80mm  120°
GN-CLM-KC5050-2B BLUE 470nm 12VDC 60mA 2 80mm 120°

GN-CLM-KC5050-2W WHITE 6500K
(color temperature)

12VDC 60mA 2 80mm 120°

TYPE OF LED
MODULES

GNVA-12030M
PCS/DRIVER

GNVA-12060P
PCS/DRIVER

GNVA-12150T
PCS/DRIVER

GN-CLM-KC5050-2E Min.5/Max.40 Min.10/Max.80 Min.25/Max.200
GN-CLM-KC5050-2Y Min.5/Max.40 Min.10/Max.80 Min.25/Max.200
GN-CLM-KC5050-2G Min.5/Max.40 Min.10/Max.80 Min.25/Max.200
GN-CLM-KC5050-2B Min.5/Max.40 Min.10/Max.80 Min.25/Max.200
GN-CLM-KC5050-2W Min.5/Max.40 Min.10/Max.80 Min.25/Max.200

TYPE OF LED DRIVER

 IV(IF=60mA)
 mcd
 Min.       Typ.

2100

2100

6000

1800

5400

3000

3000

7800

2400

7200


